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Spectrum Test Report

S%fifrum 1.0=19.019mW/nm 4.7 SDCM

st Al Sy

675 838 1000
Wavelength (nm)

x=0.463 y=0.420 F2700

Color Parameters:
Chromaticity Coordinate:x=0.4704 y=0.4208/u'=0.2647 v'=0.5327

CCT=2636K (Duv=0.0029) Dominant WL:Ld =583.7nm WL:Lc = --nm Purity=67.5%

Ratio:R=25.7% G=73.0% B=1.3% Peak WL:Lp=632.3nm FWHM=8.4nm
Render Index:Ra=82.3 AvgR=75.7

R1 =82 R2 =87 R3 =91 R4 =82 R5 =79 R6 =83 R7 =88
R8 =67 R9 =23 R10=68 R11=78 R12=55 R13=82 R14=94

Photo Parameters:
Flux = 396.4 1m Eff. : 168.39 Im/W Fe = 1.144 W

Electrical parameters:

vV = 23.999 Vv I =0.09810 A P =2.354 WPF =1.000
LEVEL:0OUT WHITE:ANSI 2700K

Status: Integral T = 100 ms Ip = 1193 (2%)

R15=76

Model: Number: 90D-2700K
Tester: Date:2022-03-22 14:04:04
Temperature:Deg Humidity:%

Manufacturer: Remarks:0.5M




