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Spectrum Test Report

SQfgfrum 1.0=10.608mW/nm 0.8 SDCM

+

.0
350 513 675 838 1000
Wavelength(nm)

X=0.313 y=0.337 F6500

Color Parameters:

Chromaticity Coordinate:x=0.3120 y=0.3356/u"=0.1949 v"=0.4717
CCT=6491K(Duv=0.0069) Dominant WL:Ld =493.1nm WL:LCc = --nm Purity=7.1%
Ratio:zR=14_4% G=78.6% B=6.9% Peak WL:Lp=454_1nm FWHM=18.8nm

Render Index:Ra=91.3 TM30:Rf=89 Rg=96

R1 =91 R2 =97 R3 =97 R4 =87 R5 =90 R6 =93 R7 =91
R8 =84 R9 =60 R10=92 R11=89 R12=64 R13=93 R14=99 R15=88

Photo Parameters:
Flux = 286.8 Im Eff. : 120.22 Im/W Fe = 1.034 W

Electrical parameters:

V = 23.999 V 1 = 0.09940 A P =2.386 WPF = 1.000
LEVEL:OUT WHITE:>ANSI_6500K

Status: Integral T = 100 ms |Ip = 522 (1%)

Model :128D 28353 fhid Number : 6500K
Tester: Date:2022-04-12 18:34:19
Temperature:Deg Humidity:%

Manufacturer: Remarks:0_.5M



